












Subject to change without notice. Published in U.S.A. 6334194-YTG-B-0123
Copyright © 2023 by Johnson Controls. All rights reserved. Supersedes: 6334194-YTG-A-1222

York International Corp.
5005 York Drive

Norman, OK 73069

Airflow data

Notes: 
• Air handler units have been tested to UL 60335-2-40 / CSA 22.2 No. 236 standards up to 0.6 in. W.C. external static pressure.
• Dry coil conditions only, tested without filters.
• For optimal performance, external static pressures of 0.2 in. W.C to 0.5 in. W.C are recommended. Heating applications tested at 0.5 in. W.C. external static pres-

sure. Above 0.5 in. W.C., CFM is reduced by 2% per 0.1 in. increase in static.
• Dehumidification speed is 85% of commanded cooling speed.
• The variable capacity outdoor unit commands the required airflow based on compressor speed. Indoor heating operates off the heat kit selection and the HEAT DIP

switches.
• At some settings, low cool and/or low heat airflow may be lower than what is required to operate an airflow switch on certain models of electronic air cleaners. Con-

sult the instructions for the electronic air cleaner for further details.
• Airflow (CFM) indicator light (LED2) flashes once for every 100 CFM (for example, 12 flashes is 1200 CFM) - blinks are approximate ±10% of actual CFM.

Table 17: Airflow data (CFM per Watts)

DIP Switch Unit B24D B36D C36D C48H D48H C60H D60H
High High High High High High High

000 CFM 400 525 400 400 425 400 425
W 83 93 82 78 80 78 80

001 CFM 550 675 550 725 725 725 725
W 101 131 96 137 130 137 130

010 CFM 725 875 825 1100 1100 1100 1100
W 145 189 143 232 204 232 204

011 CFM 900 1125 1100 1475 1475 1475 1475
W 216 298 217 399 328 399 328

100 CFM N/A 1350 1350 1800 1825 1800 1825
W N/A 461 337 647 533 647 533


